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Water Based Conductive Shielding Paints

Protection Against EMI/RFI: Low VOC/Environmentally Safe
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Features & Benefits

« 1-part system
« Ready to spray, no dilution required

« Low odor
+ Excellent adhesion to drywall and most plastics =
« Ships as non-DG by air L

« Can be painted over with architectural paints

TR i

Applications

+ Plastic enclosures for PCBs
« EMI shielding for operating rooms and military facilties
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CURED PROPERTIES

Resistivity

Surface resistance @ 50 pym

Saltfog resistance @ 35 °C [95 °F], 96 h
Constant service temperature

Adhesion (ABS/PC)
Pencil hardness
Magnetic class

AVAILABLE PACKAGING
Net contents

0,027 Qem
13 isq
Excellent

40120 °C
[40—248 °F]

58
HB, hard
Ferromagneic

12mL (glass jar)
150 mL (metal can)
850 mL (metal can)
360 L (metal can)

0.000075 0-cm
0.0020 isq
Excellent

40120 °C
[40—248 °F]

58
HB, hard
Diamagnetic

12mL (glass jar)
150 mL (metal can)
850 mL (metal can)
360 L (metal can)

0.00053 Q-em
0.020 Qisq
Poor

40120 °C
[-40—248 °F]

£
HB, hard
Diamagnetic

12 mL (glass jar)
150 mL (metal can)
850 mL (metal can)
360 L (metal can)




